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Lêi nãi ®Çu 

TCVN 7982-3 : 2008  hoµn toµn t−¬ng ®−¬ng ISO 18185-3 : 2006. 

TCVN 7982-3 : 2008  do Ban kü thuËt tiªu chuÈn quèc gia TCVN/TC 104 C«ng 

te n¬ vËn chuyÓn biªn so¹n, Tæng côc Tiªu chuÈn §o l−êng ChÊt l−îng ®Ò 

nghÞ, Bé Khoa häc vµ C«ng nghÖ c«ng bè. 

Bé tiªu chuÈn TCVN 7982 (ISO 18185)  C«ng te n¬ chë hµng −  DÊu niªm phong 

®iÖn tö  gåm  5 phÇn: 

−  TCVN 7982-1 : 2008 (ISO 18185-1 : 2007) PhÇn 1: Giao thøc truyÒn th«ng 

−   TCVN 7982-2 : 2008 (ISO 18185-2 : 2007) PhÇn 2: Yªu cÇu ¸p dông 

−  TCVN 7982-3 : 2008 (ISO 18185-3 : 2006)  PhÇn 3:  §Æc tÝnh m«i tr−êng 

−   TCVN 7982-4 : 2008 (ISO 18185-4 : 2007) PhÇn 4:  B¶o vÖ d÷ liÖu 

−  TCVN 7982-5 : 2008 (ISO 18185-5 : 2007)  PhÇn 5: Líp vËt lý 
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t i ª u   c h u È n   q u è c   g i a                             TCVN 7982-3 : 2008 

XuÊt b¶n lÇn 1  

 

 

C«ng te n¬ chë hµng – DÊu niªm phong ®iÖn tö – 

PhÇn 3: §Æc tÝnh m«i tr−êng  

Freight containers −  Electronic seals  

Part 3: Environmental characteristics 

 

 

1     Ph¹m vi ¸p dông 

Tiªu chuÈn nµy qui ®Þnh ®Æc tÝnh tèi thiÓu vÒ m«i tr−êng cho c¸c dÊu niªm phong ®iÖn tö. 

Tiªu chuÈn nµy m« t¶ c¸c yªu cÇu vÒ m«i tr−êng ®èi víi lo¹t c¸c TCVN 7982 (ISO 18185), TCVN 7824 

(ISO 10374) (C«ng te n¬ vËn chuyÓn – NhËn d¹ng tù ®éng) vµ ISO 17363 (øng dông chuçi cung cÊp 

cho nhËn d¹ng tÇn sè ra®i« – RFID – C«ng te n¬ vËn chuyÓn) bëi v× viÖc thùc hiÖn c¸c tiªu chuÈn nµy 

sÏ ®èi mÆt víi c¸c ®iÒu kiÖn m«i tr−êng nh− nhau. Tuy nhiªn mçi mét trong c¸c tiªu chuÈn nµy cã c¸c 

yªu cÇu riªng duy nhÊt cña m×nh kh¸c víi c¸c ®iÒu kiÖn m«i tr−êng.  

2   Tµi liÖu viÖn dÉn 

C¸c tµi liÖu viÖn dÉn sau lµ rÊt cÇn thiÕt cho viÖc ¸p dông tiªu chuÈn. §èi víi c¸c tµi liÖu viÖn dÉn ghi 

n¨m c«ng bè th× ¸p dông phiªn b¶n ®−îc nªu. §èi víi c¸c tµi liÖu viÖn dÉn kh«ng ghi n¨m c«ng bè th× 

¸p dông phiªn b¶n míi nhÊt, bao gåm c¶ c¸c söa ®æi. 

TCVN 7553 (ISO 668),  C«ng te n¬ vËn chuyÓn lo¹t 1 – Ph©n lo¹i, kÝch th−íc vµ khèi l−îng danh ®Þnh. 

TCVN 7555 (ISO 830), C«ng te n¬ chë hµng – Tõ vùng. 

TCVN 7620 (ISO/PAS 17712), C«ng te n¬ chë hµng – DÊu niªm phong c¬ khÝ. 

TCVN 7699−2−1 (IEC 60068-2-1), Thö nghiÖm m«i tr−êng – PhÇn 2−1: C¸c thö nghiÖm − Thö nghiÖm  

A: L¹nh.  

TCVN 7699−2−11 (IEC 60068-2-11), Thö nghiÖm m«i tr−êng – PhÇn 2−11: C¸c thö nghiÖm  − Thö  

nghiÖm Ka: S−¬ng muèi.  
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TCVN 7699−2−18 (IEC 60068-2-18), Thö nghiÖm m«i tr−êng – PhÇn 2-18: Thö nghiÖm −  Thö  nghiÖm 

R vµ h−íng dÉn: N−íc.  

TCVN 7699−2−27 (IEC 60068-2-27), Thö nghiÖm m«i tr−êng – PhÇn 2−27: Thö  nghiÖm − Thö nghiÖm 

Ea vµ h−íng dÉn: Xãc.  

TCVN 7699−2−38 (IEC 60068-2-38), Thö nghiÖm m«i tr−êng – PhÇn 2−38: C¸c thö nghiÖm − Thö 

nghiÖm Z/AD: Thö nghiÖm chu kú nhiÖt ®é/§é Èm hçn hîp).  

TCVN 7699−2−68 (IEC 60068-2-68), Thö nghiÖm m«i tr−êng – PhÇn 2− 68: C¸c thö nghiÖm − Thö 

nghiÖm L: Bôi vµ c¸t.  

TCVN 7982-1 (ISO 18185-1), C«ng te n¬ chë hµng – DÊu niªm phong ®iÖn tö – PhÇn 1: Giao thøc 

truyÒn th«ng. 

TCVN 7982-2 (ISO 18185-2), C«ng te n¬ chë hµng – DÊu niªm phong ®iÖn tö – PhÇn 2: Yªu cÇu øng 

dông. 

TCVN 7982-5 (ISO 18185-5), C«ng te n¬ chë hµng – DÊu niªm phong ®iÖn tö – PhÇn 5: Líp vËt lý. 

ISO/IEC19762-1, Information technology – Auomatic identification and data capture (AIDC) techniques 

– Harmonized vocabulary – Part 1: General terms relating to AIDC (C«ng nghÖ th«ng tin – NhËn d¹ng 

tù ®éng vµ kü thuËt  thu n¹p d÷ liÖu (AIDC) - Tõ vùng vÒ ®iÒu hoµ - PhÇn 1: ThuËt ng÷ chung liªn quan 

®Õn AIDC). 

ISO/IEC 19762-3, Information technology – Auomatic identification and data capture (AIDC) 

techniques – Harmonized vocabulary – Part 3: Radio frequency identifcation (RFID) (C«ng nghÖ th«ng 

tin – NhËn d¹ng tù ®éng vµ kü thuËt thu n¹p d÷ liÖu (AIDC) – Tõ vùng vÒ ®iÒu hoµ - PhÇn 3: NhËn 

d¹ng tÇn sè ra®i« (RFID)). 

IEC 60068-2-2, Environmental testing – Part 2: Tests. Tests B: Dry heat (Thö nghiÖm m«i tr−êng – 

PhÇn 2: C¸c phÐp thö. C¸c phÐp thö B: Nãng kh«).  

IEC 60068-2-31, Environmental testing – Part 2: Tests. Tests Ec: Drop and topple, primarily for 

equipment-type specimens (Thö nghiÖm m«i tr−êng – PhÇn 2: C¸c phÐp thö. PhÐp thö Ec: R¬i vµ ®æ 

nhµo, chñ yÕu dïng cho c¸c mÉu thö kiÓu thiÕt bÞ).  

IEC 60068-2-32, Environmental testing – Part 2: Tests. Tests Ed: Free fall (Thö nghiÖm m«i tr−êng – 

PhÇn 2: C¸c phÐp thö. PhÐp thö Ed: R¬i tù do).  

IEC 60068-2-53, Environmental testing – Part 2: Tests. Guidance to Tests Z/AFc and Z/BFc: 

Combined temperature (cold and dry heat) and vibration (sinusoidal) tests (Thö nghiÖm m«i tr−êng – 

PhÇn 2: H−íng dÉn cho c¸c phÐp thö Z/AaFc vµ Z/BFc. C¸c phÐp thö nhiÖt ®é phèi hîp (l¹nh vµ nãng 

kh«) vµ rung (h×nh sin)).  
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MIL-STD-810F, Department of Defense test method standard for environmental engineering 

considerations and laboratory tests (Tiªu chuÈn ph−¬ng ph¸p thö cña Bé Quèc phßng ®èi víi c¸c xem 

xÐt kü thuËt m«i tr−êng vµ c¸c phÐp thö phßng thÝ nghiÖm). 

3   ThuËt ng÷ vµ ®Þnh nghÜa 

Tiªu chuÈn nµy ¸p dông c¸c thuËt ng÷ vµ ®Þnh nghÜa cho trong TCVN 7555 (ISO 830), ISO/IEC 19762-1, 

ISO/IEC 19762-3, TCVN 7620 (ISO/PAS 17712) vµ c¸c thuËt ng÷, ®Þnh nghÜa sau: 

3.1 

DÊu niªm phong ®iÖn tö (electronic seal, eSeal) 

DÊu niªm phong chØ ®äc, kh«ng dïng l¹i ®−îc cña c«ng te n¬ chë hµng, phï hîp víi dÊu niªm phong 

an toµn cao trong TCVN 7620 (ISO/PAS 17712) vµ phï hîp víi TCVN 7982 (ISO 18185), cung cÊp 

b»ng chøng vÒ ®iÖn tö cña sù lôc läi hoÆc th©m nhËp qua cöa c«ng te n¬. 

3.2 

NhËn d¹ng dÊu niªm phong (seal identification, seal ID) 

M· duy nhÊt dïng ®Ó nhËn biÕt mçi dÊu niªm phong ®−îc s¶n xuÊt g¾n víi mét tæ hîp cña sè lo¹t 

(nghÜa lµ nhËn d¹ng nh·n) vµ nhËn biÕt vÒ nhµ s¶n xuÊt. 

3.3 

NhËn d¹ng m¸y hái (interrogator identification, interrogator ID) 

M· dïng ®Ó nhËn biÕt ®Þa chØ nguån trong mçi t¸c vô truyÒn th«ng ®−îc b¾t nguån bëi m¸y hái. 

4 §Æc tÝnh m«i tr−êng 

4.1    Quy ®Þnh chung 

Tiªu chuÈn nµy ph¶i ®−îc sö dông cïng víi c¸c phÇn kh¸c cña TCVN 7982 (ISO 18185). 

Tiªu chuÈn nµy ¸p dông cho tÊt c¶ c¸c dÊu niªm phong ®iÖn tö dïng trªn c¸c c«ng te n¬ ®−îc 

nªu trong c¸c tiªu chuÈn TCVN 7553, TCVN 7552−1 (ISO 1469−1) ®Õn ISO 1469−5 vµ TCVN 7555           

(ISO 830). Tiªu chuÈn nµy cã thÓ ¸p dông cho c¸c c«ng te n¬ chë hµng kh¸c víi c¸c c«ng te n¬ 

®−îc quy ®Þnh trong c¸c tiªu chuÈn trªn nÕu thÊy thÝch hîp. 

C¸c dÊu niªm phong trªn c«ng te n¬ chÞu t¸c ®éng cña m«i tr−êng kh¾c nghiÖt trong c¸c ngµnh 

c«ng nghiÖp giao th«ng vËn t¶i ®−êng thuû, ®−êng s¾t vµ ®−êng bé. C¸t vµ bôi, bôi n−íc muèi, 

dÇu mì, tuyÕt, b¨ng vµ muéi than cã thÓ phñ lªn nh·n vµ thiÕt bÞ c¶m biÕn. Va ®Ëp, rung th−êng 

lµ kÕt qu¶ cña c¸c ho¹t ®éng ®iÒu khiÓn vµ chuyªn chë. 

C¸c thay ®æi ®¸ng kÓ vÒ nhiÖt ®é lµ phæ biÕn trong c¸c ho¹t ®éng cña c«ng te n¬ trªn toµn thÕ 

giíi vµ c¶ sù ph¬i n¾ng kÐo dµi, bao gåm c¶ c¸c tia cùc tÝm. DÊu niªm phong ®iÖn tö ph¶i ho¹t 
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®éng tèt ë c¸c nhiÖt ®é bÒ mÆt cña dÊu tõ –40 oC ®Õn +70 oC vµ ph¶i duy tr× ®−îc sù toµn vÑn 

cña c¸c d÷ liÖu l−u tr÷ trong c¸c ®iÒu kiÖn m«i tr−êng kh¾c nghiÖt tõ −51 oC ®Õn +85 oC xuÊt hiÖn 

trong c¸c ph−¬ng ph¸p thö ®−îc quy ®Þnh d−íi ®©y. 

HÖ thèng ph¶i cã kh¶ n¨ng ho¹t ®éng tèt trong m«i tr−êng ®iÖn tõ ®iÓn h×nh cã trong c¸c ph−¬ng 

tiÖn vËn t¶i. DÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng ®−îc  vµ duy tr× ®−îc tÝnh toµn vÑn cña c¸c 

d÷ liÖu l−u tr÷ trong c−êng ®é tr−êng ®Ønh tèi ®a 50 V/m trong 60 s do cã thÓ ®ông ®é víi mét 

nguån tÇn sè ra®i« nµo ®ã nh− ra ®a trªn tµu biÓn ®ang ho¹t ®éng b×nh th−êng hoÆc c¸c thiÕt bÞ 

t−¬ng tù kh¸c. 

4.2   NhiÖt ®é thÊp 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt ë nhiÖt ®é thÊp tèi thiÓu – 40 oC. C¸c dÊu niªm phong 

®iÖn tö ph¶i ho¹t ®éng tèt ë c¸c nhiÖt ®é tèi thiÓu nµy sau khi ®· ®−îc l−u gi÷ ë nhiÖt ®é thÊp tèi thiÓu            

– 51 oC víi thêi gian ph¬i 24 h mét ngµy trong kho¶ng thêi gian ®Õn 60 ngµy. Thö nghiÖm ®−îc thùc 

hiÖn theo IEC 60068-2-1 (MIL– STD– 810F, ph−¬ng ph¸p 502.4). 

4.3   NhiÖt ®é cao 

C¸c dÊu niªm phong ph¶i ho¹t ®éng tèt sau khi ®· ®−îc quay vßng theo chu kú gi÷a +70 oC vµ +38 oC. 

nh− quy ®Þnh trong 3.1. C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt ë c¸c nhiÖt ®é cùc h¹n nµy 

sau khi ®· ®−îc l−u gi÷ ë nhiÖt ®é cao tèi thiÓu +85 oC víi thêi gian ph¬i 12 h ®Õn 15 h mçi ngµy 

trong kho¶ng thêi gian ®Õn 60 ngµy (®©y lµ tuæi thä tèi thiÓu cña dÊu niªm phong ®iÖn tö cho c¸c 

dÊu niªm phong ®iÖn tö tu©n theo TCVN 7982-2 (ISO 18185-2). Thö nghiÖm sÏ ®−îc thùc hiÖn 

theo IEC 60068-2-2 (MIL–STD–810F, ph−¬ng ph¸p 501.4). 

4.4   Va ®Ëp c¬ häc 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi chÞu va ®Ëp c¬ häc 30 g trong 11 ms, 

khi sö dông xung nöa h×nh sin. Thö nghiÖm sÏ ®−îc thùc hiÖn theo IEC 60068-2-27 (MIL–STD–810F, 

ph−¬ng ph¸p 516.5). 

4.5   Rung ngÉu nhiªn 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi chÞu rung ngÉu nhiªn trong kho¶ng  

thêi gian 2 h trªn tÊt c¶ c¸c trôc tíi 3 g gi÷a –40 oC vµ +70 oC. Thö nghiÖm sÏ ®−îc thùc hiÖn theo IEC 

60068-2-53 (MIL– STD– 810F, ph−¬ng ph¸p 514.5). 

 

 

4.6   §é Èm 
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C¸c dÊu niªm phong ph¶i ho¹t ®éng tèt trong vµ sau khi ®· chÞu t¸c ®éng cña ®é Èm tíi 95% kh«ng 

ng−ng tô. Thö nghiÖm sÏ ®−îc thùc hiÖn theo IEC 60068-2-38 (MIL– STD– 810F, ph−¬ng ph¸p 507.4). 

4.7   M−a/tuyÕt 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi ®· chÞu t¸c ®éng cña m−a vµ tuyÕt 

còng nh− ®−îc nhóng ch×m d−íi 1 m n−íc muèi. Thö nghiÖm sÏ ®−îc thùc hiÖn theo IEC 60068-2-81 

(MIL– STD– 810F, ph−¬ng ph¸p 506.4/512.4). 

4.8   S−¬ng mï muèi 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi ®· chÞu t¸c ®éng cña s−¬ng mï muèi. 

Thö nghiÖm sÏ ®−îc thùc hiÖn theo IEC 60068-2-11 (MIL– STD– 810F, ph−¬ng ph¸p 509. 4). 

4.9   Va ®Ëp r¬i 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi bÞ va ®Ëp do r¬i tõ mét ®é cao 3,3 m 

trªn mét bÒ mÆt va ®Ëp b»ng bª t«ng hoÆc thÐp. Thö nghiÖm sÏ ®−îc thùc hiÖn theo ISO 60068-2-31 

vµ IEC 60068-2-32 (MIL– STD– 810F, ph−¬ng ph¸p 516.5), trong khi kho¶ng c¸ch vµ bÒ mÆt va ®Ëp 

sÏ ®−îc x¸c ®Þnh nh− trong ®iÒu nµy. 

4.10   C¸t vµ bôi 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng tèt trong vµ sau khi ®· ®−îc ph¬i ra tr−íc c¸t vµ bôi. Thö 

nghiÖm sÏ ®−îc thùc hiÖn theo IEC 60068-2-68 (MIL– STD– 810F, ph−¬ng ph¸p 510.4). 

4.11   M«i tr−êng ®iÖn tõ 

C¸c dÊu niªm phong ®iÖn tö ph¶i ho¹t ®éng ®−îc vµ duy tr× tÝnh toµn vÑn cña c¸c d÷ liÖu l−u tr÷ trong 

c−êng ®é tr−êng ®Ønh tèi ®a 50 V/m trong 60 s. C¸c dÊu niªm phong ®iÖn tö nµy vÉn ph¶i tiÕp tôc ho¹t 

®éng vµ duy tr× ®−îc tÝnh toµn vÑn cña c¸c d÷ liÖu l−u tr÷ sau khi ®· chÞu t¸c dông cña phãng ®iÖn tÜnh 

25 kV.  
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[1]   TCVN 7552−1 (ISO 1496-1), C«ng te n¬ vËn chuyÓn lo¹t 1 - §Æc tÝnh kü thuËt vµ thö nghiÖm – 

PhÇn 1: C«ng te n¬ th«ng dông vËn chuyÓn hµng th«ng th−êng. 

[2]    TCVN 7623 (ISO 6346), C«ng te n¬ vËn chuyÓn – M· ho¸, nhËn d¹ng vµ ghi nh·n. 

[3]    TCVN 7824 (ISO 10374), C«ng te n¬ vËn chuyÓn – NhËn d¹ng tù ®éng. 

4]    TCVN 7982-4 (ISO 18185-4), C«ng te n¬ chë hµng – DÊu niªm phong ®iÖn tö – PhÇn 4: B¶o vÖ d÷ 

liÖu. 

5]   ISO 18185-6, Freight containers – Electronic seals – Part 6: Message sets for transfer between 

seal reader and host computer (C«ng te n¬ vËn chuyÓn – DÊu niªm phong ®iÖn tö – PhÇn 6: TËp 

hîp c¸c th«ng b¸o ®Ó truyÒn gi÷a bé ®äc vµ m¸y tÝnh chñ). 

[6]    ISO 1496-2, Series 1 freight containers – Specification and testing – Part 2: Thermal containers 

(C«ng te n¬ vËn chuyÓn lo¹t 1 - §Æc tÝnh kü thuËt vµ thö nghiÖm –  PhÇn 2: C«ng te n¬ nhiÖt). 

[7]    ISO 1496-3, Series 1 freight containers – Specification and testing – Part 3: Tank containers for 

liquyds, gases and pressurized dry bulk (C«ng te n¬ vËn chuyÓn lo¹t 1 - §Æc tÝnh kü thuËt vµ thö 

nghiÖm – PhÇn 3: C«ng te n¬ thïng chøa dïng cho chÊt láng, chÊt khÝ vµ hµng rêi kh« cã ¸p). 

[8]   ISO 1496-4, Series 1 freight containers – Specification and testing – Part 4: Non-pressurized 

containers for dry bulk  (C«ng te n¬ vËn chuyÓn lo¹t 1 - §Æc tÝnh kü thuËt vµ thö nghiÖm – PhÇn 

4: C«ng te n¬ kh«ng ¸p dïng cho hµng rêi kh«). 

[9]    ISO 1496-5, Series 1 freight containers – Specification and testing – Part 5: Platform and platform - 

based containers (C«ng te n¬ vËn chuyÓn lo¹t 1 - §Æc tÝnh kü thuËt vµ thö nghiÖm – PhÇn 5: 

C«ng te n¬ sµn vµ c«ng te n¬ kiÓu sµn). 

[10]   ISO 17363, Supply chain applications of RFID - Freight containers (øng dông chuçi cung cÊp ®Ó 

nhËn d¹ng tÇn sè ra®i« (RFID) – C«ng te n¬ vËn chuyÓn). 

[11]  European Union, ERC Recommendation 70-03, Relating to the use of short Range Devices (SRD), 

Annex 1 Non-specific Short Range Devices (Liªn minh Ch©u ¢u, kiÕn nghÞ ERC 70 – 03, liªn quan 

®Õn sö dông c¸c thiÕt bÞ tÇm ng¾n (SRD) – Phô lôc 1 − C¸c thiÕt bÞ tÇm ng¾n th«ng dông). 

[12]   European Union, ETSI EN 300 220, Radio equipment and systems (RES); Short range devices; 

Technical characteristics and test methods for radio equipment to be used in the 25 MHz to 1000 

MHz frequency range with powen levels ranging up to 500 mW (Liªn minh Ch©u ¢u, ETSI EN 
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